
S Series product features

FAQ

Function controlled socket

Smart electrical socket that can be controlled remotely or locally 
via an auxiliary input.

Connection diagram:

Note: The auxiliary output can be used to control other 
non-smart sockets.

Button or 
switch

*Optional
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Function single command

Control for managing a single light point. It can be connected via 
terminals I1 and I2 to other auxiliary push-buttons/switches.

Command set as NO or NC push-button.

See the wiring diagram for more details.

Connection diagram:

Note: If a push-button is used, the pulse must be <1 sec.

Switch
Button

Button or 
switch*

Uniko Lite Smart for a light

In the input it can be connected to Phase (L) or to Neutral (N)
Switch: set it as default if no input commands are present
Button: the command from the app closes the contact for one second

Uniko Lite Smart, toggle switch 
replacement bulb side

Toggle switch

Toggle switch
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Function single command

Manage controls for a single light point.
It can be connected via terminals I1 and I2 to other auxiliary 
push-buttons/switches.

Operate the Smart command as a toggle switch.

Manage the Smart control as an intermediate switch. (min 3w)

Manage the control as an NO push-button.
See the wiring diagram for more details.

Function dual command

Control of two lighting points via special power outputs O1 and O2. It 
can be connected via terminals I1 and I2 to other auxiliary 
push-buttons/switches.

Double push-button management: both push-buttons will be 
con�gured as NO push-buttons.
See the wiring diagram for more details.

Function roller shutter motor

Control for operating the motor of a classic roller shutter or electric blind.

Control for operating the motor of a sunshade/roller shutter, with the 
possibility of adjusting the inclination of the sunshade when the limit 
switch is reached.

Control for operating the motor of an outdoor awning (reverse 
operation).
See the wiring diagram for more details.

Note: Con�gure the shutter template before testing operation.
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Connection diagram:

Note: when set as a single command, the only output available is O2.
If a push-button is used, the pulse must be <1 sec.

Switch
Button

Toggle 
switch

Intermediate 
switch

Switch
Button

Shutter

Sunshade

Outdoor awning

Button or 
switch*

Button or 
switch*

Button or 
switch*

Toggle switch
Toggle switch

Toggle 
switch

In the input it can be connected 
to Phase (L) or to Neutral (N)

Switch:
set it if no input commands are present

Button:
the command from the app closes the contact for one second

Roller shutter:
Set the template before testing operation

Interlocked 
auxiliary control

down
up

down

up

Pro Smart relay for a light

Relè Pro Smart, toggle 
switch replacement

Relè Pro Smart, intermediate 
switch replacement

Pro Smart relay for two lights Pro Smart relay Interlocked 
control for one motor

Mandatory for loads >5A


